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Description: 

Com-Power model TTW-400A is a fully automated turntable which can be controlled 

through the Com-Power AMTTC-300 controller. The turntable is constructed from 

non-reflective wood material. It also has capability of manual control via toggle 

switch on the table’s motor box. 

Specifications: 
 

Table diameter 4 feet / 1.2 meters 

Load Capacity 1100 lbs / 500 kgs (distributed) 

Nominal Table Height 9 inches / 22.8 cm 

Speed Control 3 user settable speed settings (via AMTTC-300) 

Controller Interface 
Fiber Optic via Duplex VL (Avago duplex latching POF 

versatile link jack) 
 

Fiber Optic Cable 
10 Meter VL/VL duplex crossover POF 

(up to 30 mtr optional available) 

Position Resolution 1 degree  

Position Accuracy < 0.5 degree 

Manual control Toggle switch on motor box 

Input Power 100 – 240 Vac, 50 Hz / 60Hz (480 VA Max.) 

Fuse Type 2 Amps (T) 
 

Operating Temperature 40°F to 104°F (5°C to 40°C) 

 

Features: 

• Table diameter: 4 feet / 1.2 meters 
• Rugged, stable construction excellent for indoor 

& outdoor use 
• Load capacity of up to 1100 lbs / 500 kgs 
• Automated control 
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