
              

HIGH-VOLTAGE IMPULSE GENERATOR 

PG  4-640  
 
Waveform 10/700 µs up to 4 kV 
acc. to  ITU-T specification  K.20 
 
The high-voltage impulse generator PG 4-640 generates standard impulse voltages with 
waveforms 10/700 µs. Output voltage is adjustable between 0.1 kV and 6 kV. It is designed 
for simultaneous testing of several ports of telecom equipment acc. to ITU specification K20. 
 
All generator functions may be remotely controlled by a computer via optical link. 
 
 
Technical specifications 
 
Charging voltage, adjustable (10-turn pot)    0 - 4.0 kV 
Digital read-out for charging voltage     0 - 4.0 kV 
Impulse output voltage, adjustable     0.1 - 4.0 kV ±5% 
Energy storage capacitor       80 µF / 4.8 kV 
Max. stored energy        640 J 

Discharging resistor       12.5 Ω 

Series resistor        15 Ω 
Load capacitor        0.2 µF 
 
Wave form: front time/tail time      10/700 µs ± 20% 
Polarity of the output pulse voltage selectable    pos/neg/alt 
Charging time        < 30 sec 
Impulse voltage outputs of the rear panel    coaxial 
 
Impulse triggering a) manual      Push Button 

   b) ext. trigger input     10 V / 1 kΩ 
   c) internal, automatic    pulse counter 
Impulse counter, digitally adjustable     0 - 99 
 cycle time selectable      60/300 sec 
Trigger output        10 V 
 
Impulse voltage divider integrated      ratio = 1000:1 ± 2% 
Output connector for external safety interlock    24 V dc 
Output connector for red + green warning lights    220 V / 60 W 
 
Mains power supply voltage      220 V / 50 Hz 
Dimensions: 19"-cabinet       555*337*600 mm
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Weight         42 kg 
 

Distributed by: Reliant EMC LLC, 3311 Lewis Ave, Signal Hill CA 90755, 408­916­5750, www.reliantemc.com 


