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Field of application and characteristics
Low emission ALC LED light with 2-4 spots and approx. 75W 
(LE-LED 75) or 150W (LE-LED 150) LED power, that can be 
used to easily exchange existing 120V or 230V chamber 
lights (halogen lights) without the need of new filters or 
other electrical installation.
4 adjustable (one axis) full metal head LED spots single 
powered by a toroid core transformer in a full metal shield 
housing.
With the shielded case, the LED light is well equipped for 
EMI and EME tests and proved this in many tests.

Technical data

Two different LED lights available:
2 spots: LE-LED 75, approx. 75W LED power (~90W connected pwr)
4 spots: LE-LED 150, approx. 150W LED power (~180W connected pwr)

Two different reflector types available:
45°: ~6,6m spot diameter when rectangular mounted in 8m distance: 
approx. 330 lux brightness
24°: ~3,4m spot diameter when rectangular mounted in 8m distance: 
approx. 750 lux brightness

Voltage Power supply: 230V (standard, 120V on request)
Case dimensions: 45cm x 40cm x 15cm, incl. connection box

aluminium case
Fixation: Pivot joint mount (M8 drill hole size), metal catch rope
Weight: approx. 10kg
Misc.: optional customized fixation for LE-LED 75 or 150, made of aluminium; 

details need to be clarified before project start
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