
BP-120 /
SPS-120

dAV-Rr-
SD / HD

battery pack or
shielded power supply 
(standard 230V, 110V 
available too)
for wall mount application

pan-/tilt unit*
(optional)
PT-02: wall / ceiling mount
PT-03: mobile use on monopod or tripod

dAV- camera SD, HD, 
mini-HD or µ

dAV-Rr (receiver)
1-4 channels (table top) dAV-Rr-xD-Ch
1-8 channels (19") dAV-Rr-xD-Ch
1-20 channels (receiver switch matrix)

MIC

opt. zoom
36x (SD)

 
10x, 20x, 30x* 

(HD)

LED

Display

DC-In

pan-/tilt

dAV-Cr-
SD / HD

ED43setup display (4,3")

PT-02/03*

key panel

Optical 
I/O

camera system
standard resolution and Full-HD

SPKR

remote 
key panel

RS232

USB

RS485

RS485 (D-SUB 9) incl. power supply

camera remote 
key panel

table top remote 
dAV-Rrc-Joy

LCD *

e.g. Doc-PC

Mon

camera control software

HF-PC

Mon

RF – software
with OSD driver

Integrate frequency, field strength, 
DUT name, Date, Time

Mon

There are many more options to customize 
the setup. Please ask for details 
status:10/11/2016 
- Motion Detection Software with recording 
- Water resistant camera and pan/tilt for OATS 

*: option; please ask for details

Optical I/O
Line-Audio

CVBS
VGA
DVI

SD/HD Ch 

AV-Out

Optical I/O
Line-Audio

CVBS
VGA
DVI

SD/HD Ch 

AV-Out

Optical I/O
Line-Audio

CVBS
VGA
DVI

SD/HD Ch 

AV-Out

Optical I/O
Line-Audio

CVBS
VGA
DVI

SD/HD Ch 

AV-Out

Optical I/O
Line-Audio

CVBS
VGA
DVI

SD/HD Ch 

AV-Out

.

.

*

*

*

*

dAV option 

-HDRec

dAV-quad

Mon
Cam1 Cam2

Cam3 Cam4

- Stand alone HD

- PC with grabber for image processing or 

- 4 channel annalog (cheap) 

video, audio 
and remote 

over one 
fiber

* dAV-R option 
ethernet remote

Available for standard 
receiver and switch matrix

*

*

*

*

* 

*

* adds many extra functions

NEW: 3GSDI-Out 
available!

 Distributed by: Reliant EMC LLC, 3311 Lewis Ave, Signal Hill CA 90755, 4089165750, www.reliantemc.com 

mk monopod 
optional ball casters  

wall mount WCM40
optional TRX 
plattform

*

*

* 
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