schematic for optoLAN-BCM 8981x, TJA1100 and 88Q1010 setups:
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Setu p 1 : inside ALC
Tl1toT1 optoLAN-BCM8981x or optoLAN-BCM8981x or
optoLAN-TJA1100-MAX optoLAN-TJA1100-MAX standard HSD cable
Transceiver ceMA FeMA Transceiver with crossed pining, e.g. 0,25m

HSD adapter cable duplex optical fiber included in media converter package
See page 2 for ~ HSD male plug (Z) (100BaseT1) HSD male plug (Z) (100BaseT1)
available options
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CAT cable to 100BaseTx s Tk automotive ethernet media converter (optional)
ethernet switch o

HSD male plug (Z)
100BaseTx (100BaseT1)

Your 100BaseT1 DUT monitoring HW

S

To your monitoring HW

e.g. SUB-D 9
Your HW connection (10OBaseT1)

s

e.g. HSD Z - SUB-D9 confectioned adapter cable or
HSD Z - confectioned adaption to existing cable

setup 2:

inside ALC
T1to TX
(built in media converter) OptOLAN-BCM8981X or

optoLAN-TJA1100-MAX

optoLAN-100-MAX

Transceiver

Transceiver

HSD adapter cable
see page 2 for ~—
available options

FSMA

duplex optical fiber CAT cable to 100BaseTx
HSD male plug (Z) (100BaseT1) RJ45 plug

100BaseTx » ethernet switch
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